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Technical  
characteristics  

Dimensions 
W x D x H: 570 x 560 x 250 mm 
Example for 3*7 sheet format 
 

Test speed 
Up to 3 seconds or less per inlay depend-
ing on number of antennas and R/W test 
 

Weight 
14 Kg 
Example for 3*7 sheet format 
 

In compliance with E.C. directives 

 

Associated products  

Other MULANN products are nicely com-
plementary. Please contact us for more 
information. 
 

 

IST-E 
Inlay Sheet Test Tool 

Application 

 Quality Control. 

 Incoming inlay material conformance testing. 

 

The IST-E is perfect for incoming material conformance testing programs as 

well as helping to avoid costly mistakes related to mixed up inlay inventories 

and improper lamination settings.  

Card Inlay Sheet supported: 

 ISO14443– Type A: All cards suitable to ISO14443-TYPE A such as 

Mifare® Std 1k, Mifare® Std 4k, Mifare® Std Ultralight, Mifare® DESFire, 

Mifare® StdPro, Mifare® Std ProX SHC 1102, FM11RF005, etc. 

 ISO14443– Type B: All cards suitable to ISO14443-TYPE B such as 

AT88RF020, AT88RF080ST®, SRIX4K, SR176, TRH1064 Smart Card, 

Chinese second ID cards, etc. 

 ISO15693: All cards suitable to ISO15693 such as ICODE 1 SLI ICS30, 

ICODE SLI SL2 ICS20, TI-RFid™, SRF55V02P, SRF55V10P, EPC, etc. 

 

Key Benefits 

 Testing formats and special type of module testing can be designed as 

per customer requirement. 

 Example of testing formats : 3*7 / 3*8 / 4*8 / 4*10 / 5*5 / 6*8 / 

6*10. 
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